How to Collect UTM Coordinate Information Online for Project Summary Form Submission to the Ohio Historic Preservation Office

1. Go to www.google.com 

2. Once on www.google.com you will need to sign in or register for an account if you do not have one.  If you already have an account, you will most likely be signed in as soon as you visit www.google.com.  If you have a Google account, you can skip to step 3.

· To initiate a new account, click the “Sign In” link on the top right of the screen.
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· To create a new account, click the “Sign In” link shown above.  On the sign in page, click the link just below the log in box and follow the prompts to create a new account.
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3. After you have logged in, select the “My Maps” tab and then “Browse the Directory.”  Enter “getlatlongplus” into the search window and hit enter.

· You should now see a screen like this, with the option to add getLatLongPlus to your google maps.  Click the first option to “Add it to Maps”
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· After you have added getLatLongPlus, click the “Back to Google Maps” link on the top left of the screen.

4. Search for and locate an address.  For example, 567 E Hudson St Columbus OH

5. Select the “My Maps” tab in top left of the screen.  Make sure it is highlighted orange.

6. Find the getLatLongPlus tool and make sure it is checked.
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7. To assure accuracy, zoom into your project location and click where you would like to capture a latitude/longitude point.  Write down the coordinates that appear.
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8. Next you will need to convert the latitude and longitude coordinates to UTM NAD27.  To do so, click this link.  http://www.bivouac.com/MultiConvert.asp  

9. To use the coordinate converter tool, enter your latitude and longitude coordinates as seen below and make sure the options are set correctly.  Your input should be “WGS84.” Enter your latitude and longitude coordinates in the format shown below. Set your output to “NAD27CONUS” and “UTM”.
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10.  Click “Convert.”  Your UTM will be the listed at the bottom of the results table. Record the UTM formatted coordinates.
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